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Figure 703.7.2.2 — International Symbol of TTY

Figure 703.7.2.4 — International Symbol of Access for Hearing Loss

[78 FR 59526, Sept. 26, 2013, as amended at 78 FR 673056-67307, Nov. 12, 2013; 79 FR 26142, May

7, 2014]

EDITORIAL NOTE: At 79 FR 26142, May 7, 2014, appendix D was amended. However, several ac-
tions could not be incorporated due to inaccurate amendatory instruction.

APPENDIX E TO PART 1191 [RESERVED]

APPENDIX F TO PART 1191—MODIFICA-
TIONS ADOPTED BY THE DEPARTMENT
OF TRANSPORTATION

The Department of Transportation has
adopted by reference Appendices B and D to
this part with modifications as the regu-
latory standards for the construction and al-
teration of transportation facilities subject
to its regulations under the Americans with
Disabilities Act, effective November 29, 2006.
49 CFR 37.9 and Appendix A to 49 CFR part
37, as amended at 71 FR 63263, October 30,
2006; and corrected at 72 FR 11089, March 12,
2007. The Department of Transportation has
modified section 206.3 in Appendix B to this
part; and sections 406, 810.2.2, and 810.5.3 in
Appendix D to this part. The modified sec-
tions adopted by the Department of Trans-
portation are reprinted in this appendix. En-
tities that are required to comply with the
Department of Transportation’s regulatory
standards, must comply with modified sec-
tions adopted by the Department of Trans-

portation that are reprinted in this appen-
dix. The Department of Transportation has
provided supplemental information on the
modified sections in Appendix D to 49 CFR
part 37.

MODIFICATION TO 206.3 OF APPENDIX B

206.3 Location. Accessible routes shall co-
incide with, or be located in the same area as
general circulation paths. Where circulation
paths are interior, required accessible routes
shall also be interior. Elements such as
ramps, elevators, or other circulation de-
vices, fare vending or other ticketing areas,
and fare collection areas shall be placed to
minimize the distance which wheelchair
users and other persons who cannot nego-
tiate steps may have to travel compared to
the general public.

MODIFICATION TO 406 OF APPENDIX D

406.8 Detectable Warnings. A curb ramp
shall have a detectable warning complying
with 705. The detectable warning shall ex-
tend the full width of the curb ramp (exclu-
sive of flared sides) and shall extend either
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